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SUMMARY

Room~temperature stress-strain curves are presented for compression,
tension, -and shear loedings on four compositions of titanium carbide with
nickel binder. Values of ultimate strength, modulus of elasticity, modu-
lus of rigidity, Poisson's ratio in the elastic region, density, and
hardness for the four materials are tabulated.

INTRODUCTION

In recent years, carbide~type ceramic meterials (combined with
metals and called cermets or ceramals - see ref. 1) have been used to
a limited extent in structural parts of aircraft, particularly for appli-
cations involving the high temperatures found in engine parts or turbine
blades. The available data on the properties of cermets are limited
and principally related to specific high-temperature spplicetions. Some
isolated data for room-tempersture compressive strength and compressive
modulus of elasticity are available, but data for room-temperature modu-
lus of rigidity, Poisson's ratio, tensile strength, and, in particular,
complete stress-straln curves are essentially nonexistent. Reference 2
provides a notasble exception for one particular elevated-temperature
material. The tests reported in reference 2 were of a material composed
of about 80 percent titanium carbide and 20 percent nickel, but with the
inclusion of a multiple carbide of columbium, tantelum, and titanium.

The high modulus of elasticity and high ratlo of modulus to density
for cermets suggests the possible use of some compositions in special
wind-tunnel models, model supports, pilotless-alrcraft research missiles,
or other spplicatlions for which the primary requisites are high stiffness
or high ratios of stiffness to weight. In order to provide information
on the room-temperature mechanical properties for such applications, an
investigation has been made of the pertinent properties in compression,
tension, and torsional shear for some cermets with a titanium-carbilde
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base. Complete stress-strain curves to fallure were obtained in addition
to values of modulus of elasticity, modulus of rigidity, Poilsson's ratio,
ultimate- strength, and density. The four materials tested were the fol-
lowing combinstions of titenium carblide with nickel as a binder element:

Tic, Ni,
percent percent
D )
0 10
80 20
[ 30

The test specimens were fabricated at Kennsmetal, Inec., by the hot-~
pressing technique.

DESCRIPTION OF SPECIMENS AND TESTS

The sizes and shapes of the specimens are shown In figure 1; speci-
mens 1, 2, and 3 are, respectively, compression, tension, and shear
gspecimens. Two specimens of each of the four composlitions were tested
in each of the three loadings. The specifications for the surface finish
of the specimens called for smooth grind and, in the case of the tensile
specimens, an additional requirement of no transverse scratches visible

with the naked eye and no longitudinal scratches exceeding 4 microinches
in depth.

Inasmuch as the carbides are very hard and brittle, the experimental
work of determining the mechanical properties, particularly the compres-~
slve strength, proved to be unusually difficult. Each of the three test-
specimen shapes used in this investigation was designed especially for
the material tested. The diameter and length of the test sectlon of the
tenslile specimen corresponded to the proportions of standard round tensile
specimens. The designs necessitated specilal grips and fixtures for the
tension and torslon tests. The test specimens and testing techniques
used are described in detail in subsequent sections.

The volumes and weights of_the compression specimens were used to
determine the denslties of the various compositions and these are shown
in table I. The hardness of the materials (given in table I) was
determined from superficial hardness tests (Rockwell 30-N scale).
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Compression Tests

The compression test specimen shown in figure 1 is a column 3 inches
long and 1 inch square, with end surfaces ground flat, parallel, and per-
pendicular to the specimen axis. Compression was applied to the ends of
the specimen through hardehed tungsten-carbide bearing blocks by the
Langley 1,200,000-pound-capacity testing machine. The testing-machine
loads were measured with an error of less than 0.5 percent. Figure 2
shows a view of the specimen between the loading pletens of the testing
machine. '

Three measurements were made in each compression test: elsstic trans-
verse strain, elastic longltudinal strain, and complete load-strain curve
to fallure of the specimen. The loading platen of the testing machine
was adjusted for each test so that, at an elastic load corresponding o
about 25 percent of the ultimate load on the specimen, equal strain
(within +0.000005 for the pair of transverse gages and within £0.00001
for the longitudinal gages) was indicated by the palrs of gages on
opposite faces of the specimen. The elastic transverse stralns were
measured on two opposite faces of the specimen at each load increment
with Tuckerman opticael strain gages. Coincidently with these measure-
ments, the longitudinal strains on the remaining two faces of the speci-
men were measured with Baldwin SR-i4 resistance-type wire strain gages
(type AX-5), as a check on the alinement of the specimen during the test.

After the transverse strains had been determined, the load was
removed from the specimen and the transverse gages were replaced by
Tuckerman optical gages in the longitudinal direction. The alinement
of the loading platen of the machine was checked {and corrected if neces-
sary) to insure thet the indicated longitudinel strains on pairs of oppo-
site faces would be equal within the previously described limits. The
elastic longitudinal strains were determined similarly to the elastic
transverse strains, and wire straln gages on the remaining two faces
were again used as a check on allnement and also to provide a continuous
load~-strain curve of the material to failure. The longltudinal optical
gages were removed from the specimen at a load corresponding to the
alinement loed and the two wire strain geges were used to obtain the
remainder of the load-strain curve. After removal of the optical gages,
a protective shield was placed around the specimen, inasmuch as the
collapse of the column specimen produced a shower of flying fragments of
the material. Figure 2 shows the optical gages, the autocollimators for
reading the gages, the wire strain gages, and part of the protective
shield in back of the specimen.
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Téension Tests

The tenslon test specimens had e test section 1/2 inch in diemeter
by ol inches long and & fillet of 1l-inch radius between the test section

and the 40° (included angle) conical ends. The design of the test speci-
mens is somewhat different from that of the specimens reported in refer-
ence 2 or cother specimens tested by the National Advisory Committee for
Aeronautics (see, for exsmple, ref. 3) in that the present specimens had
8 larger cone angle and smaller filllet.

The tension specimens were held in special grips having hardened
and ground spherical seats to help in alining the specimens for equal
strain over the cross section. The tension bolts between the speclal
grips and the testing-machine crossheads were alsc spherically seated
in the ecrossheads. Filgure 3 shows a tension specimen in the grips before
the parts of the lower grlp were screwed together. Figure 4 shows a cut-
away view of the test specimen in the grips.

The surface of the test section was superfinished with 0-% micron

slze dlamond compound to remove the transverse (eircumferential) scratches
which were a result of grinding the specimens to final shape. In some
specimens, a few faint transverse scratches were left on the surface
because of the prohibitive cost of removing them completely. The
scratches, however, did not necessarily cause fracture of the specimens,
inassmuch as failure occurred. at other points along the test length. '

Autographic load-strain curves were obtained from four Baldwin SR-4
wire straln gages (type A-5) spaced equally around the circumference of
the test section. The specimens were adjusted in the grips so that,
in the low elastic range of the material, the longitudinal strains meas-
ured at the four gage locations around the circumference of the specimen
were equal within £0.00003. The testing-machine loads were measured with
an error less than 0.5 percent.

Shear Tests

The shear test specimens were hollow cylinders of 1/8-inch wall
thickness and 1i -inch outside diameter. There was a fillet of 5/8-inch

radius between the 2-inch-long test sectlion and the hexagonal ends. The
hexagonal ends were secured by wedges 1n specilal fixtures attached to the
combined load testing machine of the Langley structures research laboratory
and a torsional moment wes applied while all other load components were
held at zero. Figure 5 shows a view of the specimen and fixtures between
the heads of the testing machine and figure 6 shows a cutaway view of the
speclmen in the test fixture.
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Moment—shear-strain records were obtained to failure of the speci-
mens. Two Baldwin wire strain gege rosettes (type AR-1) were used to
determine the shear strains. The testing-machine loads were measured
with an error less than 1 percent of the indiested load or less than
150 inch-pounds, whichever was greater.

RESULTS AND DISCUSSION

Stress-~Strain Curves

Complete stress-strain curves (figs. T to 9) were obtained to the
ultimate strength of each specimen. For the compression tests (fig. T)
the stress was determined as the load in the specimen P, divided by the
original cross-sectional area of the speclmen A, and the strains were
obtained from optical and wire strain gages. The values of strain obtained
from the two optical gasges were averaged to determine the elastic portion
of the stress-strain curve and the average of the two wire stralin gages
was used to determine the remainder of the curve. The compositions con-
taining 80 percent titanium carbide and 7O percent titanium carbide exhib-
ited sufficlent ductility so that e yield stress Oy (0.2 percent offset)
could be determined.

For the tension tests (fig. 8) the stress was determined as the
P/A stress, and the strains were determined as the average of the strains
obtained from the four wire gages. Although in all cases-fallure occurred
before a yleld stress corresponding to O.2-pexrcent offset was reached,
for the composition containing ,7O percent tltanium carbide a strain of
approximately 0.003 was achleved before failure. :

For the torsion tests, the outer-surface shear straln ¢  was com-
puted from the outer~surface compressive and tensile strains measured by
the elements of the wire stralin gage rosette at angles of 45° on either
side of the longitudinal axis of the specimen. With the compressive
direction taken as positive, the equation is

70 = € - €2
where
€ compressive strain
€5 tensile strein

Thus, a torque—shear-strain curve was determined from the originsl torque-
strain curves.
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An expression for the outer-surface shear stress in a twisted hollow
cylinder can be derived in a manner similar to that given in reference L
for the case of a solid cylinder. The resulting equation is

3
aT Ir
To = i 70 + 5T + Ti (r—i-)

Enro3 4%
where
TosTy shear stress at outer and inner surfaces, respectively
T applied torque
To,Ty outer and immer radii, respectively, of the cylindrical test

sectlon

The shear stress-strain curves were determined from this torque-—shear-
stress reletion and the torque--shear-strain curves. 1In the elastic
range, the torque-stress equation reduces to the femiliar form

2T

L
nro3 1 - (;i)

which mey also be used in the inelsstic stress range to determine an
approximete relationship between applied torque and outer-surface shear
stress. The approximate stress-strain curve determined from the elastic-
gtress—torque equation was then used, in conjunction with the general
stress-torque equation, to calculate an improved stress-strain curve.

For given velues of torque, velues of T; were read from the approximate

stress-gtrain curve at values of strain compatible with the assumption
that the shear strain varies linearly from the longitudinal exis of the
cylinder to the outer surface, end values of T were then determined

from the general equation. Successively improved stress-straln curves
were computed until convergence was obtained. The final shear stress-
strain curves for the torsion specimens are given In figure 9.
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Elastic Properties

The elastic properties determined for the four materials are modulus
of elasticity E, modulus of rigidity G, and Poisson's ratio p. These
properties are given in table I and thelr varistions with the composition
of the material are shown in figure 10.

Table I gives both tensile and compressive values of modulus of
elasticity, but, lnesmuch as the tensile and compressive values are simi-
lar and the compressive values were determined with & hlgher degree of
accuracy, the tensile test points have been omitted from figure 10. The
highest modulus of elasticlty is noted in the region of a composition of
about 90 percent titanium cerbide and 10 percent nickel. The scatter of
the data precludes & similer conclusion for the modulus of rigidity
obtalned from the shear tests. It is evident from the values of modulus
of elasticity and density that the ratios of modulus to demnsity (given
in table I) are 2 to 3 times higher than those for the co n structural
materisls, which are in the range of 90,000 to 110,000 ksi lb/cu in.

The present data for the compressive modulus of elasticity and
Poisson's ratioc were obtained with Tuckermen optical gages, which are
considerably more accurate than wire straln gages in measuring strains.
Inasmuch as the values of p and E 1in compression were determined
with greater precision than the values of G, which were obtained from
wire~-strain-gege date Iin the shear tests, the equation for an isotropic
material,

= B
2(1 + p)

was used with the experimental values of E and p as & check on the
experiméntally determined values of G. The average values of E and
for each composition were used to compute the values of Gegle g£iven in

table I and these values indicate a good correlation with the values of G
determined from the torsion tests.

Strength

The compressive and tensile strengths were determined as the highest
value of P/A stress in each test. The shear strengths were computed
from the maximum moment and maximum shear strain as descrlbed in a previous
section. These test data are given in table I.

In figure 11, curves have been faired through the test data to show
the variastion in ultimate strength for the three loadings in terms of the



8 NACA TN 3197

composition of the materisl. The compressive strength appears to be
highest for a composition contalnling between 10 and 20 percent binder
materisl. The data indicate that increasing smounts of the nickel binder
materisl improve the tensile and shear strengths.

A typical failure of a shear specimen 1s shown in figure 12 and indi-
cates that the failure occurred along planes inclined approximately 45°
to the longitudinel axis of the specimen. A fallure typlcel of a com-
pression specimen is shown in figure 13. An untested specimen is showm
on the left for comparison. The wire strain gaeges are evident on the
untested specimen and are also visible on pieces of the shattered speci-
men. The tensile fallures were typical of brittle msterials and occurred
before any eppreclable permanent strain wes evident in the specimens.

The location of the fracture with respect to the center of the Eim-inch-
long test section is glven in table I.

CONCLUDING REMARKS

Room~temperature stress-strain curves are presented for compression,
tension, and shear loadings on four different compositions of titanium
carbide with nickel binder. Values of ultimate strength, modulus of
elasticity, modulus of rigidity, Poisson's ratio in the elastic regilon,
density, and hardness for the four meterials are tabulated. The high
values of compressive strength, modulus of elasticity, and particularly
the high retio of modulus to density indicate possible advantageous uses
of the materials in special applicetions where the more common materials
are not adequate and where suitable design precautions are teken with
regard to the lack of ductility end the relatively low and varieble tensile
end shear strengths of thése cermets.

Langley Aeronautical Laborstory,
Netional Advisory Committee for Aeronsutics,
Lengley Field, Va., April 6, 195h.
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TABIE I

PROPERTTES OF CEEMWETI COMPOSED OF TTTANI\M CARBINE WITH NICKEL BINDER
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8Dpistance from fracture to cember of test section, in.
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Figure |.—Compression, tension, and shear test specimens.
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Figure 2.~ Compression-test setup.
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Figure 3.—Tension-test setup.
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Figure 5.—Shear-test setup.
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Figure 10.-Effect of amount of binder material on elastic modull and Poisson's ratio.
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Figure IL-Effect of amount of binder material on-ulfimate sirength.
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Figure 12—-Shear specimen after failure. L=75370

Figure 13.—Compression specimens before and after failure. L-74510
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